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Optical Accessories - Polarisers for LG-V02 series

Product image Description

. Linear polarisation filter
. Suitable for the visible wavelength range between 400 nm and 700 nm

Optimal effect only in combination with a polarisation filter on the lens

Technical data

. IP54
Protection class (complete system consisting of light and mounting frame with polarisation filter)
Tariff code 85399090
Pictures may differ from the original. Country of Origin Germany

Linear polarisation filter screen POL made of PMMA in an exchangeable anodised aluminum mounting frame

Title Article No. Ixbxhinmm Weight Particularities

WR-LG1010-POL-V02 114.0058.12 140x 120 x 6 90g

WR-LG1515-POL-V02 114.0059.12 190x 170 x 6 150 g

WR-LG2020-POL-V02 114.0060.12 240x 220 x 6 220 g

WR-LG3020-POL-V02 114.0061.12 320 x 240 x 6 300¢g

WR-LG4030-POL-V02 114.0062.12 420 x 340 x 6 490 ¢ See instructions for assembly and operation
WR-LGCB2020-POL-V02 114.0063.12 240 x 220 x 6 210g

WR-LGCB3020-POL-V02 114.0064.12 320 x 240 x 6 290 g

WR-LGCB4030-POL-V02 114.0065.12 420 x 340x 6 480 g

Instructions for assembly and operation

Suitable for switching or strobe operation. Do not exceed a duty cycle of 5:1 (ON/OFF) and a maximum switch-on time of 10 minutes to prevent thermal
destruction of the light. Alternatively, reduce the brightness of the lighting by 20% using the VC input or potentiometer.

High thermal usage due to unfavorable installation and operating conditions can destroy the polarisation filter!
A warranty is excluded.

Screw in M2x12 screws Housing label with indication
of the polarisation direction

Remove M2x6 screws
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